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| 1) LOAD RESISTOR INPUT (Combo only)
| Guitar pickups have different output voltages Using the load resistor plugs
supphied with your combo amp, you can match your pickups to the amp's
input, . i

| STANDARD ELECTROMAGMNETIC PICKUPS

Convertible amps have 4.7 meg-ohm input jacks. Some players prefer using
no lpad resister plug because they want the brightest sound possible and 4.7
iz a good mateh with their pickups. You should experimant with the two load
pluge provided to find your favarite setup.

It iz recommended that the input impedance of the amp be 10 ta 20 times
higher than the pick-up output impadance to avoid gxcessive “loading”.

UNIQUE DESIGN PICKUFPS

Y | impedance should be falry low - typically 100 to 10k chms. Try the 10%
|| 330pf load resistor plug for greatl tone and low noise.

PIEZO TRANDUCERS (built In 1o acoustic guitars) Te aveid loading down
Piezo pickups, the input impedance should be high. Mast players like the
sound with these pickups using no load resistor plug.

ELECTROMAGMNETIC ACOUSTIC GUITAR PICKUP: To get a warm, raund
sound, many players like using the 1 meg load reslstor plug. It gives a
smaoth high end.and quiets the signal.

2) MAIN GUITAR TNPUT: When using only one instrumant. this is the only
jack that iz liva,

3) AUXILIARY GUITAR INPUT: Use this input for a segond guitar or other
instrumant. This is a parallel input ta the Main Guitar Input so they will both
! play through the “on” channel.

If you use the Ausillary Input for a second instrument, the autput volume frem
baoth Instruments will be reduced, You will have to increase the Master
Volume control to compensate. Also, the instrumant that is plugged into the
Ausiliary Input will have less volume than the instrument plugged into the
Main Input. If you need both instruments playing al their loudest volume, you
can plug them inte 8 *¥" cord and run them both through the Main Guitar
Input,

If you want lo use one guitar playing through two amps, plug your guitar into
the Main Guitar Input and run a normal guitar cable frem the Convertible's
Auxiliary Guitar Input 1o the main input on your sacond amp.

$5 Seymour Duncan.

LOW IMPEDAMCE PICKUPS: To m:l'limi.r.'& signal to noise ratio, input
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4) OVERDRIVE: This control dictates the amount of preamgo distortion and
influences the valume you want 1o add 1o your signal. The lowest setting
gives the cleanest signal and towest volume. The highest setting gives the
mas! distortion ard highest volume.

Tachnically It controls the gain level appliad from Stage 2 lo Stage 2 of tha
proegmpe. Although the intensity of overdrive Yanes with the modules you use,
the relative effect is the same: clockwise Increases distortion, counter
clockwise decreases distonion.

Like all of the preamp controls on this amp, each channal is independant.
You can have a clean sefting on ang channel and a distoried setting on the
other channel

5) MASTER VOLUME: This control sends the signal volume from the preamp
to the power amplifier. Far the cleanest signal, turn the Mastar Volume up
high and keep the Overdrive low {bul not off), For the dirtiest signal turn the
Master Yolume down (butl not off] and the Overdriva up high.

&) CHANMEL 1 IMDICATOR (Red]: When your amp is in Ghannel 1 and tha
power is on, this LED. will glow. It's indicating that only the cantrols on this
row will aHect your scund .

7) CHANNEL 2 INDICATOR |Green): When your amp is in Channel 2 and
the power is on, this LED. will glow, It's indicating that gnly the controls on
this row will affect your sound.

Your Convartible amp uses LED's instead of bulbs because LED's will last
up 10 10 times longer than regular bulbs. Under normal usage, your LED s
should last 10 years,

g} TOME CONTROLS:
The two sels of lone controls allow you to get the tone coloration you want
{ram eacn channal without alfecting the tone of the ather channel. The three
tone ecntrols - treble, mid, bass - are a standard interdependent cifcui, Ag
you increase the mid control, the treble and bass will yield less range.

Expariment with these contrels o find where they work best with your guitar
and the room you'ss playing in.

Mote: If you wrmn all tone controls "Of” {farthest to the let). no sound wil
come out al your amp.




